
WA-23-L  ROAD NARROWS

Dimensions (mm):
750 x 750

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WA-23-T  ROAD NARROWS (tab)

Dimensions (mm):
600 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WA-24-A-T  ONE LANE (tab)

Dimensions (mm):
600 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WA-24-C-T  NARROW BRIDGE (tab)

Dimensions (mm):
600 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WA-23-R  ROAD NARROWS

Dimensions (mm):
750 x 750

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WA-24  ROAD NARROWS

Dimensions (mm):
750 x 750

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WA-24-B-T  ONE LANE BRIDGE (tab)

Dimensions (mm):
600 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WA-25  PAVEMENT ENDS

Dimensions (mm):
750 x 750

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WA-22B-T  ROUGH ROAD (tab)

Dimensions (mm):
600 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WA-23  ROAD NARROWS

Dimensions (mm):
750 x 750

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WA-22  BUMP

Dimensions (mm):
750 x 750

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WA-22A-T  BUMP (tab)

Dimensions (mm):
450 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.14

Type:
Fixed


