
WA-33X-R  ROAD NARROWS - LOSS OF LANE

Dimensions (mm):
900 x 900

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.81

Type:
Fixed

WA-34-T  DIVIDED HIGHWAY (tab)

Dimensions (mm):
600 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WA-36-L  HAZARD MARKER (object on left)

Dimensions (mm):
300 x 900

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.27

Type:
Fixed

WA-100  SHARP SHOULDERS

Dimensions (mm):
750 x 750

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WA-34  DIVIDED HIGHWAY AHEAD

Dimensions (mm):
750 x 750

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WA-36  HAZARD MARKER (centre)

Dimensions (mm):
450 x 900

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.41

Type:
Fixed

WA-36-R  HAZARD MARKER (object on right)

Dimensions (mm):
300 x 900

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.27

Type:
Fixed

WA-106  RUMBLE STRIPS

Dimensions (mm):
750 x 750

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WA-33B-TR  RIGHT LANE ENDS (250 or 500)m (tab)

Dimensions (mm):
600 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WA-33X-L  ROAD NARROWS - LOSS OF LANE

Dimensions (mm):
900 x 900

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.81

Type:
Fixed

WA-33A-TR  RIGHT LANE ENDS (tab)

Dimensions (mm):
600 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WA-33B-TL  LEFT LANE ENDS (250 or 500)m (tab)

Dimensions (mm):
600 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed


