
WD-101  CONSTRUCTION AHEAD

Dimensions (mm):
750 x 750
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
1.44

Type:
Fixed
Fixed

WD-101C  UTILITY CONSTRUCTION

Dimensions (mm):
900 x 900
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81
1.44

Type:
Fixed
Fixed

WD-103  DETOUR NEXT __ km

Dimensions (mm):
1200 x 600

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.72

Type:
Fixed

WD-106  ONE LANE TRAFFIC

Dimensions (mm):
600 x 300

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WD-116-1L  BARRICADE

Dimensions (mm):
2400 x 250

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.61

Type:
Fixed

WD-102  BEGIN DETOUR 300m

Dimensions (mm):
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81

Type:
Fixed

WD-104  BARRICADE AHEAD

Dimensions (mm):
900 x 900
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81
1.44

Type:
Fixed
Fixed

WD-111  BE PREPARED TO STOP

Dimensions (mm):
750 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WD-116-1R  BARRICADE

Dimensions (mm):
2400 x 250

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.61

Type:
Fixed

WD-101B  BRIDGE CONSTRUCTION AHEAD

Dimensions (mm):
900 x 900
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81
1.44

Type:
Fixed
Fixed

WD
CONSTRUCTION, TEMPORARY OR UNUSUAL CONDITIONS

Used to regulate, warn and guide drivers in work zones
where construction, maintenance or utility activities, or other temporary

or unusual conditions are on or adjacent to the road


