
WD-A-10  DETOUR AHEAD

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-22-T  BUMP (tab)

Dimensions (mm):
600 x 300

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed
Fixed

WD-A-23-R  ROAD NARROWS (right)

Dimensions (mm):
750 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WD-A-25  PAVEMENT ENDS

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-32  DIVIDED HIGHWAY ENDS

Dimensions (mm):
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81

Type:
Fixed

WD-A-23-L  ROADWAY NARROWS (left)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-24  NARROW STRUCTURE

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-31  DIVIDED HIGHWAY BEGINS

Dimensions (mm):
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81

Type:
Fixed

WD-A-33-L  ROAD NARROWS LANE ENDS (left)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-22  BUMP

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-7  ADVISORY SPEED

Dimensions (mm):
600 x 600

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.36

Type:
Fixed

WD-A-9  CHEVRON

Dimensions (mm):
450 x 600
600 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.27
0.45

Type:
Fixed
Fixed


