WD-A-51-R RroADSIDE DIVERSION (TWO LANES) (ight

0.56
Dimensions (mm): Area (m2): Type:
750 x 750 0.56 Fixed
900 x 900 0.81 Fixed

Message Colour: Background Colour:
Black Orange

WD-A-105-L HazARD MARKER OBJECT ON LEFT

Dimensions (mm): Area (m2): Type:
300 x 900 0.27 Fixed

Message Colour: Background Colour:
Black Orange

WD-A-111 GroovED PAVEMENT

Dimensions (mm): Area (m2): Type:
750 x 750 0.56 Fixed
900 x 900 0.81 Fixed

Message Colour: Background Colour:
Black Orange

WD-A-120 sLow MOVING VEHICLE

Dimensions (mm): Area (m2): Type:
510 x 442 0.22 Fixed

Message Colour: Background Colour:
Orange Red

WD'B'4 TRAFFIC SIGNALS AHEAD

Dimensions (mm): Area (m2): Type:

750x 750 0.56 Fixed
900 x 900 0.81 Fixed
1200 x 1200 1.44 Fixed

Message Colour: Background Colour:
Black, Red, Yellow, Green Orange

WD'T DISTANCE km (tab - content variable)

Dimensions (mm): Area (m2): Type:
600 x 300 0.18 Fixed

Message Colour: Background Colour:
Black Orange

WD-A-100 sHARP sHOULDER

Dimensions (mm):

750x 750
900 x 900

Message Colour:
Black

Area (m2): Type:
0.56 Fixed
0.81 Fixed

Background Colour:
Orange

WD-A-105-R HAZARD MARKER OBJECT ON RIGHT

Dimensions (mm):

300 x 900

Message Colour:
Black

Area(m2):  Type:
0.27 Fixed

Background Colour:
Orange

WD-A-111-T GROOVED PAVEMENT (tab)

WD'B'3 TWO WAY TRAFFIC AHEAD

Dimensions (mm):
600 x 300

Message Colour:
Black

Dimensions (mm):

750x 750
900 x 900

Message Colour:
Black

Area (m2): Type:
0.18 Fixed

Background Colour:
Orange

Area(m2):  Type:
0.56 Fixed
0.81 Fixed

Background Colour:
Orange

WD-B-4-T STRUCTUREWIDTH m (tab - content variable)

Dimensions (mm):
600 x 300

Message Colour:
Black

Area (m2): Type:
0.18 Fixed

Background Colour:
Orange



