
WD-101  CONSTRUCTION AHEAD

Dimensions (mm):
750 x 750
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
1.44

Type:
Fixed
Fixed

WD-101C  UTILITY CONSTRUCTION

Dimensions (mm):
900 x 900
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81
1.44

Type:
Fixed
Fixed

WD-103  DETOUR NEXT __ km

Dimensions (mm):
1200 x 600

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.72

Type:
Fixed

WD-106  ONE LANE TRAFFIC

Dimensions (mm):
600 x 300

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WD-116-1L  BARRICADE

Dimensions (mm):
2400 x 250

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.61

Type:
Fixed

WD-102  BEGIN DETOUR 300m

Dimensions (mm):
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81

Type:
Fixed

WD-104  BARRICADE AHEAD

Dimensions (mm):
900 x 900
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81
1.44

Type:
Fixed
Fixed

WD-111  BE PREPARED TO STOP

Dimensions (mm):
750 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WD-116-1R  BARRICADE

Dimensions (mm):
2400 x 250

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.61

Type:
Fixed

WD-101B  BRIDGE CONSTRUCTION AHEAD

Dimensions (mm):
900 x 900
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81
1.44

Type:
Fixed
Fixed

WD
CONSTRUCTION, TEMPORARY OR UNUSUAL CONDITIONS

Used to regulate, warn and guide drivers in work zones
where construction, maintenance or utility activities, or other temporary

or unusual conditions are on or adjacent to the road



WD-1165  BARRICADE ARROW

Dimensions (mm):
615 x 230

Background Colour:
Black

Message Colour:
White

Area (m2):
0.14

Type:
Fixed

WD-151  WINDROW

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-154  END CONSTRUCTION

Dimensions (mm):
1200 x 600

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.72

Type:
Fixed

WD-158  TESTING CREWS NEXT 5 km

Dimensions (mm):
900 x 900
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81
1.44

Type:
Fixed
Fixed

WD-150  LOOSE GRAVEL

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-152  TEMPORARY HAXARD MARKER

Dimensions (mm):
300 x 300

Background Colour:
Red

Message Colour:
Red

Area (m2):
0.09

Type:
Fixed

WD-157  SLOW FRESH OIL

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-169  LOOSE CHIPS PLEASE SLOW DOWN

Dimensions (mm):
1200 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.90

Type:
Fixed

WD-116-4L  LIGHT DUTY (TYPE 1) (LEFT) BARRICADE

Dimensions (mm):
760 x 300

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.23

Type:
Fixed

WD-116-4R  LIGHT DUTY (TYPE 1) (RIGHT) BARRICADE

Dimensions (mm):
760 x 300

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.23

Type:
Fixed

WD-116-2  ROAD CLOSED BARRICADE

Dimensions (mm):
2440 x 250

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.61

Type:
Fixed

WD-116-3  BRIDGE OUT BARRICADE

Dimensions (mm):
2440 x 250

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.61

Type:
Fixed



WD-172  FOLLOW PILOT VEHICLE

Dimensions (mm):
600 x 750
750 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.45
0.68

Type:
Fixed
Fixed

WD-174  MAXIMUM __ LOOSE CHIPS

Dimensions (mm):
600 x 1200
900 x 1800

Background Colour:
White, Orange

Message Colour:
Black

Area (m2):
0.72
1.62

Type:
Fixed
Fixed

WD-176W  DANGER OVERHEAD POWER LINES

Dimensions (mm):
750 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WD-182  NEW SIGN

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Yellow

Message Colour:
White, Red, Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-184  TESTING CREW AHEAD

Dimensions (mm):
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81

Type:
Fixed

WD-175  SMOKE

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-179  TRAFFIC SURVEY AHEAD

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-182-T  TRAFFIC CONTROL (tab)

Dimensions (mm):
600 x 300

Background Colour:
Yellow

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WD-187  NO CENTER LINE

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-173  PILOT VEHICLE DO NOT PASS

Dimensions (mm):
1650 x 450

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.74

Type:
Fixed

WD-170B  BRIDGE CONSTRUCTION 3 km

Dimensions (mm):
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
1.44

Type:
Fixed

WD-171  FOLLOW IN CONVOY DO NOT PASS

Dimensions (mm):
600 x 750
750 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.45
0.68

Type:
Fixed
Fixed



WD-192  ROAD CONSTRUCTION NEXT __ km

Dimensions (mm):
1200 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
1.08

Type:
Fixed

WD-194  TO ONCOMING TRAFFIC

Dimensions (mm):
900 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.68

Type:
Fixed

WD-A-1-L  TURN (left)

Dimensions (mm):
750 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WD-A-5-L  REVERSE CURVE (left)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-193  GRADING NEXT 3 km

Dimensions (mm):
1200 x 1200

Background Colour:
Orange

Message Colour:
Black

Area (m2):
1.44

Type:
Fixed

WD-200  POLICE EMERGENCY AHEAD

Dimensions (mm):
900 x 900

Background Colour:
Yellow-Green

Message Colour:
Black

Area (m2):
0.81 

Type:
Fixed

WD-A-1-R  TURN (right)

Dimensions (mm):
750 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WD-A-5-R  REVERSE CURVE (right)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-190  WET PAINT

Dimensions (mm):
750 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WD-191  ROAD GRADING 3 km

Dimensions (mm):
750 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WD-188  RAMP EXIT 100 m

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-189  LINE PAINTING AHEAD

Dimensions (mm):
750 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed



WD-A-10  DETOUR AHEAD

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-22-T  BUMP (tab)

Dimensions (mm):
600 x 300

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed
Fixed

WD-A-23-R  ROAD NARROWS (right)

Dimensions (mm):
750 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56

Type:
Fixed

WD-A-25  PAVEMENT ENDS

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-32  DIVIDED HIGHWAY ENDS

Dimensions (mm):
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81

Type:
Fixed

WD-A-23-L  ROADWAY NARROWS (left)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-24  NARROW STRUCTURE

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-31  DIVIDED HIGHWAY BEGINS

Dimensions (mm):
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.81

Type:
Fixed

WD-A-33-L  ROAD NARROWS LANE ENDS (left)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-22  BUMP

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-7  ADVISORY SPEED

Dimensions (mm):
600 x 600

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.36

Type:
Fixed

WD-A-9  CHEVRON

Dimensions (mm):
450 x 600
600 x 750

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.27
0.45

Type:
Fixed
Fixed



WD-A-43-L  ROADSIDE DIVERSION (left)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-45  FLAG PERSON

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-48-L  TRUCK ENTRANCE (left)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-49  PAVEMENT DROP-OFF

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-43-R  ROADSIDE DIVERSION (right)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-46  SURVEY CREW AHEAD

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81 

Type:
Fixed
Fixed

WD-A-48-R  TRUCK ENTRANCE (right)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-51-L  ROADSIDE DIVERSION (TWO LANES) (left)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-33X-R  ROAD NARROWS LANE ENDS (right)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-41  ROAD WORK

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-33-R  ROAD NARROWS LANE ENDS (right)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-33X-L  ROAD NARROWS LANE ENDS (left)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed



WD-A-105-L  HAZARD MARKER OBJECT ON LEFT

Dimensions (mm):
300 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.27

Type:
Fixed

WD-A-111  GROOVED PAVEMENT

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-120  SLOW MOVING VEHICLE

Dimensions (mm):
510 x 442

Background Colour:
Red

0.56
0.81

Message Colour:
Orange

Area (m2):
0.22

Type:
Fixed

WD-B-4  TRAFFIC SIGNALS AHEAD

Dimensions (mm):
750 x 750
900 x 900
1200 x 1200

Background Colour:
Orange

Message Colour:
Black, Red, Yellow, Green

Area (m2):
0.56
0.81
1.44

Type:
Fixed
Fixed
Fixed

WD-T  DISTANCE km (tab - content variable)

Dimensions (mm):
600 x 300

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WD-A-111-T  GROOVED PAVEMENT (tab)

Dimensions (mm):
600 x 300

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WD-B-3  TWO WAY TRAFFIC AHEAD

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-B-4-T  STRUCTURE WIDTH m (tab - content variable)

Dimensions (mm):
600 x 300

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.18

Type:
Fixed

WD-A-105-R  HAZARD MARKER OBJECT ON RIGHT

Dimensions (mm):
300 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.27

Type:
Fixed

WD-A-51-R  ROADSIDE DIVERSION (TWO LANES) (right)

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed

WD-A-100  SHARP SHOULDER

Dimensions (mm):
750 x 750
900 x 900

Background Colour:
Orange

Message Colour:
Black

Area (m2):
0.56
0.81

Type:
Fixed
Fixed


